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General

To update the room unit, RMU, and the main
unit, use a memory card, Micro SD (uSD)
FAT32 format.

The latest program version is always available
at www.myuplink.com.

Logg in or create an account.

Go to General -> Software.

Choose Cetetherm as brand.

Download the Pioneer software. One software
for both RMU and main unit.

When a memory card is connected to the RMU
menu 8 uSD will be visible.
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e The RMU will restart.
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e The RMU will restart.

Confirm the update

Install a Micro SD card to the RMU.
e Goto menu 8 uSD.
Go to menu 8.4 Update main unit.

e Choose the lates version to update with.
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Go to menu 3.5 Product info.

Check that the software version
corresponds with the update.
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NOTE! Both RMU and main unit must be
updated at the same time.

e Install the Micro SD card to the RMU.

e Go to menu 8 uSD.
e Go tomenu 8.1 Upd program

< usD X

8.1

Upd. program
8.2

Logging

8.4

Update main unit

>

e Choose the lates version to update with.

o Product version
o Version ASB
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Product Pioneer
@roduct version vi .6.1)
@ersion ASB 1?j



http://www.myuplink.com/

Cetetherm
[ —

Allmant

For att uppdatera rumsenheten RMU, och
huvudenheten, anvand ett minneskort, Micro
SD (uSD) FAT32 format.

Senaste programversionen finns alltid
tillganglig pa www.myuplink.com.

Logga in eller skapa ett konto.
Ga till Allmant -> Mjukvara.
Valj Cetetherm som varumarke.

Ladda ner Pioneer software till minneskortet.
Det ar samma mjukvara/sofware for bAde RMU
och huvudenhet.

Nar ett minneskort ansluts till RMU,
blir meny 8 uSD, synlig.
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Uppdatera

OBS! Bade RMU och huvudenheten maste
uppdateras vid samma tillfalle.

e Anslut minneskortet till RMU.
e Gatill meny 8.1 Uppd program.
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e Valj att uppdatera med senaste versionen.
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e RMU startar om.
e Anslut minneskortet till RMU.
e Gatill mey 8.4 Uppd. huvudenheten.
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e Valj att uppdatera med senaste versionen.
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e RMU startar om.

Bekrafta uppdateringen
e Gatill meny 3.5 Produktinform.

e Kontrollera att programvaruversionen
overensstammer med uppdateringen.

o Produkt version
o Version ASB
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Produkt Pioneer
G‘rodukt version vi .0.‘D
G’ersion ASB 17)
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